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Ninja Ez Fill System

Thank you for choosing the ninja Ez Fill System, a made in the USA product.

THE SAFETY SYSTEM

The NINJA PCP Regulator is equipped with an ASTM COMPLIANT bottle Burst Disc required by the Department Of
Transportation (D.O.T.). Do not alter this burst disc in anyway. Make sure the burst disc in the valve is the proper burst
disc for the tank you are using. 5000 psi (5k) for a 3000 psi aluminum tank and 7500 psi (7.5k) for the carbon fiber 4500
psi tanks.

NINJA Ez Fill Valve has a Safety Vent Groove on the stem (As shown in image below). This lifesaving features allow for
the venting of the bottle, in the event that the valve is unscrewed from the bottle with pressure present in the bottle.

VENT GROOVE
T

ALWAYS CHECK TO MAKE SURE THERE IS NO GAP BETWEEN THE BOTTLE AND FLANGE OR A GAP BETWEEN THE FLANGE
AND BODY, SEE ILLUSTRATION BELOW. IF THERE IS A GAP.STOP!!! DO NOT FILL OR USE YOUR SYSTEM.

If leaking hold the system on the ground and wait for the system to FULLY DEGAS! Contact a qualified airsmith
IMMEDIATELY!

CALL 1.877.NINJAUSA (1.877.646.5287) for assistance

FILLING THE NINJA Ez FILL SYSTEM

The NINJA Ez Fill System is equipped with the industry standard “QD Style” fill fitting. The NINJA Ez Fill System may be
filled with Clean, Dry Compressed Air or Nitrogen. Only fill through the male fill nipple - not through the hose.

AUNDER NO CIRCUMSTANCES SHOULD THE NINJA Ez Fill System BE FILLED WITH PURE OXYGEN.
OXYGEN WILL IGNITE CAUSING INJURY OR DEATH!
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Unscrew the housing nut by using a 3/4” thin wall socket. Counter clockwise will remove the nut and remove fully. No
ratchet or tool is needed as the nut is only installed by hand and will turn and remove easily.

Remove the actuator shaft and return spring from the unit. Clean and inspect the shaft, replacing the shaft is usually not
needed unless the shaft is bent.

Using a 3/16” allen wrench remove the oring jam nut

The 004 oring is located in the pocket and a pick will remove the oring but take care not to damage or scratch the
internals during removal.

Make sure the unit is clean

Reassembly is the reverse, install the 004 and push the oring into place with a blunt object.

Screw the oring jam nut into place — snug and do not over tighten or torque it in.

Place the return spring in the unit and lube the bottom 1/3rd of the shaft, then insert the shaft into the unit.

Install the retaining nut into place. You may need to push down on the nut with an allen wrench through the drive hole
of the socket to get the nut to start catching the threads. Do not overtighten.

Install the top unit in place and install the set screw.

Unit continues to vent once knob is all the way up- if you use the Ez Fill System and have filled your Airgun and
have turned the knob all the way up and the unit continues to vent out the top it is the valve seat or the male fill nipple
on the Airgun. Let the unit vent until it stops and verify if the bottle is empty or the Airgun. If the bottle is empty follow
the procedure to replace the valve seat inside the stem.

If the Airgun is empty a new fill valve will be needed on the Airgun and follow the Airgun instructions for fill valve
replacement.

Unit does not vent and air is in the hose and showing on output gauge- If you fill the Airgun and turn the knob all
the way up to vent but no venting occurs and there is air showing on the output gauge and you are unable to remove
the female quick disconnect due to pressure. If this is the case you need to drain the system by loosening the burst disc
with a 3/8” box end wrench. Just loosen the burst disc until the system starts to leak and leave it to vent until it stops.
Once it has stopped venting, activate the knob and allow the air trapped in the hose to vent out of the burst disc and
then tighten the burst disc following the instructions above.

Once the unit is drained, remove the hose from the Airgun and remove the upper half assembly following the directions
above. Make sure the spring is in good condition, the shaft is straight and not bent and the oring jam nut is not too tight.
If the oring jam nut is too tight this will case the oring not to release from the shaft and not allow the unit to vent
properly. Change the 004 oring with a new oring.

Reassemble the unit with the instructions above.

Video Guides can be found at Youtube.com/user/ninjal86
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1 flange EZ200-01

2 ball spring LC-026C-10M
3 .25" ball 9528K15

4 seat FP700-01

5 seat o-ring 010-708

6 stem o-ring 112-708B

7 flange to body o-ring 013-70B

8 body fv100-11001blk
9 bottle burst disk 75K or 5k

10 mini fill valve NINJAMFV
11 bottle pressure gauge | HPFGAUGEPSIBAR
12 output pressure gauge | HPFGAUGEPSIBAR
13 output hose assmbly EZHOSEASSY
14 set screw 8-32x1/8BLK
15 shaft o-ring 004-30U

16 shaft o-ring jam nut FP400-01
17 return spring LC-026C-10M
18 shaft FP300-01

19 housing nut FP600-01

20 actuator screw fufs200blk
21 actuator nut fufs300blk
22 knob 6214k39
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