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NINJA HIGH PRESSURE FILL STATION V2 OWNER’S MANUAL

JULY 2019

Part Number: HPFSV2
TECHNICAL SUPPORT VIDEOS AVAILABLE AT OUR YOUTUBE CHANNEL : NINJA PAINTBALL OFFICIAL

PROUDLY MADE IN THE USA!
Maintenance Kit Included

Patent Pendin

SPECIFICATIONS

MAX INPUT PRESSURE 6000 PSI

MAX RATED OUTPUT PRESSURE 5000 PSI

RANGE OF ADJUSTMENT 0-5000 PSI

GAS COMPATIBILITY NITROGEN or HIGH PRESSURE AIR (HPA)

CGA FITTING CGA 677 LEFT HANDED THREAD CONNECTION FOR BULK TANK

OPPOSITE END FOR FILL STATION %" -18 NPT
(4501-6000 PSI Nitrogen)

STANDARD GAUGES BULK TANK 0-6000 PSI 1/8-27 NPT
OUTPUT 0-6000 PSI 1/8-27 NPT

FILL ADAPTOR STAINLESS STEEL FOSTER 5000 PSI RATED “QD” TYPE

NOTE 1:
e THE FILL STATION IS INTENDED FOR USE WITH NITROGEN, HPA (HIGH PRESSURE AIR), AND ANY OF
THE OTHER COMMONLY AVAILABLE INERT GASES.
e UNDER NO CIRCUMSTANCES SHOULD THIS FILL STATION BE USED WITH OXYGEN!!!
e THIS UNIT IS ALSO NOT CERTIFIED FOR USE WITH COMBUSTIBLE, CORROSIVE, OR TOXIC GASES.

NOTE 2:

e THE FILL STATION IS DELIVERED WITH A 5000 PSI STAINLESS STEEL “QD” STYLE FILL ADAPTER TO
ALLOW THE ATTACHMENT OF THE SYSTEMS TO BE RECHARGED. THIS IS BY FAR THE MOST COMMON
ADAPTER, AND IS IN WIDESPREAD SERVICE ON MOST SYSTEMS CURRENTLY ON THE MARKET. THE
USER MUST BE AWARE THAT THIS QD IS RATED FOR A 5000 PSI WORKING PRESSURE, AND MUST
ONLY BE REPLACED WITH A 5000 PSI RATED QD! CALL 815-477-0007 FOR REPLACEMENT QDS.

WARNING:
DO NOT HOOK UP YOUR HIGH PRESSURE FILL STATION UNTIL YOU HAVE READ AND UNDERSTOOD THE SETUP
PORTION OF THIS MANUAL. ALWAYS WEAR SAFETY GOGGLES WHEN WORKING WITH HIGH PRESSURE GAS!!
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The # 20 004 oring is located in the pocket and a pick will remove the oring but take care not to damage or
scratch the internals during removal.

Make sure the unit is clean

Reassembly is the reverse, install the #20 004 and push the oring into place with a blunt object.

Screw the oring jam nut into place — snug and do not over tighten or torque it in.

Place the return spring in the unit and lube the bottom 1/3rd of the shaft, then insert the shaft into the unit.

Install the retaining nut into place. You may need to push down on the nut with an allen wrench through the
drive hole of the socket to get the nut to start catching the threads. Do not overtighten.

Install the top unit in place.

Fill Station does not hold output pressure and creeps up —

e The PB-HP seat #6 needs to be replaced, Included in PMKIT

Fill Station does not vent when control knob is turned all the way up —

You are unable to release the female qd due to pressure left in the Fill Station
Control assembly needs to be reset and the 004 #20 replaced.
Follow the rebuild procedures to reset the control assembly and change the valve oring #20.

Fill Station is holding the air and the Fill Station has to be removed from the bulk filling tank.

Turn off the bulk tank and when the cga nut is broken loose from the bulk tank the fill station will de- gas
allowing you to remove the cylinder being filled and rebuild the unit.
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1/8" NPT PLUG

5406-FLP-2EF

1 3

2 KNOB 1 6214k39

3 1/4-28 X 0.75 SET SCREW 1 1/4-28x3/4

4 BELLEVILLE WASHERS 6 9712K437

5 RETURN SPRING 1 LC-026C-10M

6 HPFSV2-700-02CC 1 SAME

7 1/8" NPT MALE TO MALE 1 5404-2

8 QUICK DISCONNECT 1 12FSSHP

9 0-6000PSI GUAGE 1/8"NPT 2 | HPFGAUGEPSIBAR
10 CGA 677 NUT 1 N-80BRASS
11 CGA 677 NIPPLE 1 NP-247

12 0.25" BALL 2 9528K15

13 HP RETURN SPRING 2 LC-026B11M
14 15-90 URETHANE O-RING 1 015-90U

15 006-TFSS 1 SAME

16 012 TEFLON SPLIT RING 1 BW-012-ST
17 012-90 URETHANE 1 012-90U

18 006 TEFLON SPLIT RING 1 BW-006-ST
19 006-90 URETHANE 1 006-90U

20 004-90 URETHANE O-RING 1 004-90U

21 010-70 BUNA O-RING 2 010-70B

22 013-70 BUNA O-RING 2 013-70B

23 HPFSv2 ACTUATOR PLUG 1 FVFS300BLK
24 HPFSv2 ACTUATOR SCREW 1 FVFS200BLK
25| PUSH BUTTON HOUSING NUT 1 FP600-01

26| PUSH BUTTON ACTUATOR SHAFT| 1 FP300-01

27 O-RING JAM NUT 1 FP400-01

28 HPFSv2 REGULATOR CAP 1 HPFSV2CAPBLK
29 HPFSv2 REGULATOR PISTON 1 HPFSV2PISTON
30| HPFSv2 ADJUSTMENT PISTON 1 HPFSV2REGPIN
31 PB-HP SEAT 1 FP700-01

32 FP500-01 2 FP500-01

33 HPFSv2 BODYBLK 1 | HPFILLBODYV2BLK
34 QD O-RING 1 010-70B

HPFS V2 PM KIT

BOM NUMBER

0
2

BRASS SEAT REMOVAL TOOL

#6 With #15 and #21 pre-installed

#16

#17

#18

#19

#20

#31 with #21 pre-installed

#34 QD Body O-Ring
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